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Material Safety Data Sheet of Ansox 132
1. CHEMICAL PRODUCT& COMPANY IDENTIFICATION
1）Product：ANTIOXIDANT 132（2,6-DI-TERTIARY-BUTYL-4-SECONDARY-BUTYLPHENOL） 

Ingredient Name：2,6-DI-TERTIARY-BUTYL-4-SECONDARY-BUTYLPHENOL

Trade Name：Ansox132
2）Manufacturer ——Zibo Honors Chemical Co.,Ltd.
Address ——Wutai Industrial Zone, Linzi, Zibo, Shandong, China.
Telephone No.: ——86-533-7167159


Fax：86-533-7167159  86-533-7661437

TEL for Emergency——Sales Department, Zibo Honors Chemical Co.,Ltd.

TEL：86-533-7167159

FAX：86-533-7167159

2. PHYSICAL & CHEMICAL PROPERTIES
Product：ANTIOXIDANT 132（2,6-DI-TERTIARY-BUTYL-4-SECONDARY-BUTYLPHENOL）
Purity：≥97%

Molecular Formula：C18H30O
Molecular Weight：262.44

CAS NO.：17540-75-9
Hazard Class：8

UN No.：3145

Boiling Point：275℃

Flashing Point：＞99℃

Density：0.902

Viscosity：75cps

Solubility In Water：＜1% 

3. HEALTH WARNINGS
2,6-DI-TERTIARY-BUTYL-4-SECONDARY-BUTYLPHENOL is colorless to light yellow liquid. It is classified as 8 class dangerous cargo in the meanings of transport regulations. Inhalation, ingestion or skin contact of it may take effect to health. It may cause eye & skin irritation, may affect mucous membranes, may cause gastrointestinal disturbances and nervous system effects.  
4. FIRST AID MEASURES
Eye Contact：
Flush with plenty of water for at least 15 minutes. Turn over both eyelids and wash thoroughly. Seek medical attention.
Skin Contact：
Take off all contaminated clothes and shoes，flush with plenty of water， turn to doctors.
Ingestion：
If the patient is conscious, give 2-4 cups of milk or water to drink, rinse with water. Do never feed the victim by mouth if they are not conscious. Seek medical attention.
Inhalation:

Move the patient immediately to fresh air. Give artificial respiration if not breathing, Give oxygen if breathing difficultly. Turn to doctors.
5. FIRE FIGHTING MEASURES
Flashing Point：＞99℃

Blast lower limit: no data 
Ignition Temperature：no data 
Blast upper limit: no data
Dangerous properties：

Sensitive to static discharge
Extinguishing method：
Wear full protective clothing including helmet and face mask standing at the uptake of the wind to fight with the fire. Try moving the containers out of the fireplace. Spry water to containers to keep them cool until the fire extinguished. Firefighters should withdraw immediately from the fireplace once visual color-change on the containers or sound from safety relief valve detected. Spry on the escaping liquid and dilute it to non-flammable mixture. Spry foggy water protecting firefighters. 
Extinguishing Media: water, water fog, non-soluble foam, dry chemicals, carbon dioxide

or sand . 
6. ACCIDENTAL RELEASE, SPILL, LEAK PROCRDURES
Persons withdraw immediately to safe area, insulate the contaminated area. Stop entry to the area. Eliminate source of fire. Emergency-handling staff should wear cotton protective clothing with self-contained positive pressure breathing apparatus. Do not contact directly with the leaks. Try eliminating the leaking sources. Prevent the material from accessing to any confined spaces, public sewers or waterways. For small leak, absorb with sand ,vermiculite or other inertia material. For large leak, dam or dig to contain the material. Pumping the material to tanks or special collectors for recycling or disposing to appropriate place.   
7. HANDLING & STORAGE
Storage in dry , cool , ventilated place. Keep away from fire and heat resources. Keep the containers air-proof. Store separately with oxidant and food-applicable chemicals , do never use mixing storage. Use explosion-proof lighting and ventilating system. Forbid any mechanical equipment or tools which may present spark hazard. Make sure that the means of transport well- ground benign. Product residue may retain in the empty containers, do not reuse them.
8．EXPOSURE CONTROLS/ PERSONAL PROTECTION
Engineering Controls：Handling in enclosure and ventilating locally. 

Respiratory Protection: When product vapor accumulate to high density, it is necessary to wear positive pressure breathing apparatus (half-mask). When giving first-aid or withdraw from the accidental field, wear air respiration apparatus. 
Eye Protection:  Wear chemical- safety glasses. 
Skin and body Protection: Wear anti-static-electricity working suit.  
Hand Protection: Wear impervious gloves.
Other protections: Smoking, eating and drinking forbidden in the working field. Washing hands before meals. Take a bath after handling the material. Set health habit.

9.  PHYSICAL & CHEMICAL PROPERTIES
Physical State: colorless to light-yellow liquid
Viscosity：75 cps，25℃
Boiling Point：275℃.760mmHg
Flashing Point：＞99℃

Density：0.902

Viscosity：75cps

Solubility：slightly soluble in water, mixable in alcohol.
10. STABILITY & REACTIVITY 
    Stable at normal conditions. Keep away from fire. Keep away from strong oxidizing agents. Upon decomposition, this product emits carbon dioxide, carbon monoxide and/or low weight hydrocarbons.
11. TOXICOLOGICAL INFORMATION
     LD50：~2000 mg/kg(Rat Oral)

12. ECOLOGICAL INFORMATION
     N/A
13. TRANSPORT INFORMATION
     Product：ANTIOXIDANT 132（2,6-DI-TERTIARY-BUTYL-4-SECONDARY-BUTYLPHENOL） 

     Hazard Class：8

UN NO.：3145

Package：III
To be packaged with 200L PE drum (or UN iron drum) Net weight to be 170 kgs/drum. Keep leak-proof and stored in dry, cool place during transportation.
