[image: image2.wmf] 

Zibo Honors Chemical Co., Ltd
Add: Wutai Industrial Zone, Linzi Dist.Zibo, Shandong,China   

Tel: +86-533-7167159     Fax: +86-533-7167159     P.C:255420
Http://www.honors.com.cn       E-mail: honors@honors.com.cn
MATERIAL SAFETY DATA SHEET OF
 METHALLYL ALCOHOL

SECTION 1、 MANUFACTURER AND PRODUCT
A) Product  Methallyl alcohol;

  Synonyms：2-methyl-2-propen-1-ol; Methallyl Alcohol;
B)MANUFACTURER 

Company---- Zibo Honors Chemical Co.,Ltd

Address-----Wutai Industrail Zone,linzi district,zibo city,Shandong Province,China

Contact--------Tel :+86 533 7167159

Fax :+86 533 7167159   +86 533 7661437

Contact in emergency----sales department of Zibo Honors Chemical Co., Ltd.

Tel :86 533 7167159

Fax :86 533 7167159

SECTION 2、PRODUCT INFORMATION

Product------- Methallyl Alcohol
Purity:----------99.5% min.

Chemical  Formula----- CH2C(CH3)CH2OH
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Structural Formula---

MolecularWeight:   72.1066

CAS NO .: 513-42-8

UN Hazard Class: 3.0

UN NO. ：  2614
Density：0.857

Flash point：34℃

Boiling point：113℃--115℃

Melting point： -50℃

Water Solubility： slightly soluble

Comments： flammable liquid

SECTION 3、 DANGEROUS GOODS CAUTION
Methallyl Alcohol is Flammable liquid and vapor. Flush eyes with plenty of water for at least 15 minutes, occasionally lifting the upper and lower eyelids. Get medical aid immediately. Flush skin with plenty of soap and water for at least 15 minutes while removing contaminated clothing and shoes. Chemicals should be used only by those trained in handling potentially hazardous materials. Rubber gloves, eye protection and protective clothing should be worn.
SECTION 4、 FIRST AID MEASURES

Eyes: Flush eyes with plenty of water for at least 15 minutes, occasionally lifting the upper and lower eyelids. Get medical aid immediately. 
Skin: Get medical aid. Flush skin with plenty of water for at least 15 minutes while removing contaminated clothing and shoes. Remove contaminated clothing and shoes. 
Ingestion: If victim is conscious and alert, give 2-4 cupfuls of milk or water. Never give anything by mouth to an unconscious person. Get medical aid immediately. 
Inhalation: Get medical aid immediately. Remove from exposure and move to fresh air immediately. If not breathing, give artificial respiration. If breathing is difficult, give oxygen. 
SECTION 5、FIRE FIGHTING MEASURES 
General Information: As in any fire, wear a self-contained breathing apparatus in pressure-demand, MSHA/NIOSH (approved or equivalent), and full protective gear. Vapors may form an explosive mixture with air. Will burn if involved in a fire. Use water spray to keep fire-exposed containers cool. Containers may explode in the heat of a fire. Flammable liquid and vapor. May be ignited by heat, sparks, and flame. 
Extinguishing Media: For small fires, use dry chemical, carbon dioxide, water spray or alcohol-resistant foam. For large fires, use water spray, fog, or alcohol-resistant foam. Use water spray to cool fire-exposed containers. Water may be ineffective. Do NOT use straight streams of water. 
Flash Point: 34 deg C ( 93.20 deg F) 
Autoignition Temperature: 320 deg C ( 608.00 deg F) 
Explosion Limits, Lower:Not available. 
Upper: Not available. 
SECTION 6、ACCIDENTAL RELEASE MEASURES
Spills/Leaks: Absorb spill with inert material (e.g. vermiculite, sand or earth), then place in suitable container. Avoid runoff into storm sewers and ditches which lead to waterways. Clean up spills immediately, observing precautions in the Protective Equipment section. Remove all sources of ignition. Use a spark-proof tool. Provide ventilation. A vapor suppressing foam may be used to reduce vapors. Water spray may reduce vapor but may not prevent ignition in closed spaces.

SECTION 7、HANDLING AND STORAGE

Handling: Wash thoroughly after handling. Use with adequate ventilation. Ground and sand containers when transferring material. Use spark-proof tools and explosion proof equipment. Avoid contact with eyes, skin, and clothing. Empty containers retain product residue, (liquid and/or vapor), and can be dangerous. Keep away from heat, sparks and flame. Avoid ingestion and inhalation. Do not pressurize, cut, weld, braze, solder, drill, grind, or expose empty containers to heat, sparks or open flames. 
Storage: Keep away from heat, sparks, and flame. Keep away from sources of ignition. Store in a tightly closed container. Store in a cool, dry, well-ventilated area away from incompatible substances . Flammables-area.

SECTION 8、EXPOSURE CONTROLS ,PERSONAL PROTECTION

Engineering Controls: Use adequate ventilation to keep airborne concentrations low. 
Personal Protective Equipment 
Eyes: Wear appropriate protective eyeglasses or chemical safety goggles as described by OSHA's eye and face protection regulations in 29 CFR 1910.133 or European Standard EN166. 
Skin: Wear appropriate protective gloves to prevent skin exposure. 
Clothing: Wear appropriate protective clothing to prevent skin exposure. 
Respirators: Follow the OSHA respirator regulations found in 29 CFR 1910.134 or European Standard EN 149. Always use a NIOSH or European Standard EN 149 approved respirator when necessary.

SECTION 9、PHYSICAL AND CHEMICAL PROPERTIES

Physical State: Liquid 
Appearance: clear 
Odor: None reported. 
pH: Not available. 
Vapor Pressure: 10 hPa @ 20 C 
Vapor Density: Not available. 
Evaporation Rate:Not available. 
Viscosity: 2.24 20 deg C 
Boiling Point: 113 - 115 deg C 
Freezing/Melting Point:-50 deg C 
Decomposition Temperature:Not available. 
Solubility: Soluble. 
Specific Gravity/Density:.0857g/cm3 
Molecular Formula:C4H8O 
Molecular Weight:72.12

SECTION 10、STABILITY AND REACTIVITY

Chemical Stability: Stable under normal temperatures and pressures. 
Conditions to Avoid: Incompatible materials, ignition sources, excess heat, strong oxidants. 
Incompatibilities with Other Materials: Strong oxidizing agents. 
Hazardous Decomposition Products: Carbon monoxide, carbon dioxide. 
Hazardous Polymerization: has not been reported

SECTION 11、TOXICOLOGICAL INFORMATION
CAS# 513-42-8
LD50/LC50
Draize test, rabbit, skin: 500 mg Moderate;
Other studies: No data available

SECTION 12、 TRANSPORT INFORMATION

Shipping name: Methallyl Alcohol

Hazard Class:3

UN NO.:2614

Packing Group: III
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